
Ref : MKT_e6_ 1701

6 M33.26 M33.26 M33.26 M33.2

Not contractual picture

150 x 185 mm
6 in line

19.6 litres
15/1

Counterclockwise
650 rpm
2390 kg

SAE 1
SAE 14''

4 stroke diesel engine, direct injection

Bore and stroke
Number of cylinders
Total displacement
Compression ratio
Engine rotation (ISO 1204 standard)
Iddle speed
Dry weight
Flywheel housing
Flywheel

RATED POWER: E3 cycle

Power definition Standard ISO 3046/1  - All units are metric and declared performances according to IMO Tier II ratings

Reference conditions 
Ambient temperature 25 °C / 77 °F
Barometric pressure 100 kPa
Relative humidity 30%
Raw water temperature      25 °C / 77 °F

Fuel oil 
Relative density 0,840 +/- 0,005
Lower calorific power 42 700 kJ/kg
Consumption telerances +/- 5%

P1 duty P2 duty
Application Unrestricted continuous Continuous
Engine load variation Very little or none Numerous
Mean engine load factor 80 to 100% 30 to 80%
Annual working time More than 5000 hr 3000 to 5000 hr
Time at full load unlimited 8 hr every 12 hr

Duty rpm kW hp Peak torque / speed
(Nm / rpm)

Full load fuel 
consumption (g/kWh)

IMO

P1 1800 478 650 3056 / 1300 211 II

P1 1800 515 700 3085 / 1300 209 II

P2 1800 551 750 3684  /1400 214 II



DIMENSION (mm)

6 M33.2

PERFORMANCES
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P1 rating - 515 kW / 700 hp @ 1800 rpm

P2 rating - 551 kW / 750 hp @ 1800 rpm

P1 rating - 478 kW / 650 hp @ 1800 rpm


